Update 5-27-10

New Enterprise Rural Electric Cooperative, Inc
3596 Brumbaugh Rd, PO Box 75, New Enterprise, PA 16664
(814) 766-3221 or (800) 270-3177 x 226, Leslie Zimmerman

200 AMP Residential Underground Service Installation
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Grounding to
meet National
Electrical Code
Requirements to
panel box

NOTE.:

Conduit and two (2) straps
must be installed before
trench is inspected and
work scheduled by the
construction superintendent.

Meter base (200 amp minimum,
underground type,
furnished by member)
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—Conduit firmly fastened with
minimum of two straps

3" rigid conduit and insulated
bushing or 3" PVC schedule 80
(furnished and installed by member)

10 ft sections of 3" PVC
schedule 40 or rigid
conduit

36" min. radius 90 degree

sweep elbow (3" rigid or schedule 80
PVC) elbow must rest on compacted
soil or be supported to eliminate
settlement

Grounding and bonding
requirements to meet the
National Electrical Code. See NEC
250.24 and 250.56.

Ground rod(s) furnished
and installed by member
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o Caution 0

—— 24"-36 Ribbon ‘%

to be maintained =

at all times 12" min. between j 'g
electric line

New Enterprise REC requires a
3" expansion joint be installed
in this area.

4" of sand or stone dust in
bottom of ditch & another
8" on top of lines.

SECONDARY
TRENCH DETAIL

Member shall perform
all trenching and
backfilling




